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BES Racing Engines
27545 State Rte 1
Guilford, IN 47022

USA
(812) 576-2371

"STP J-607 Corrected Power" from test 574 ZAWADSKI-11.sfd

Test Information:

File name: 574 ZAWADSKI-11.sfd (BES no f.cfa)
Data page: STP J-607 Corrected Power - 20 lines total
Tested on:

Test Description:

HOLLEY 4500 WILLIAMS JETS F98 R98 HS CARB SPACER 1 4 HOLE
TIMING 36 FUEL C14

HEADER BES BIG BLOCK MOPAR B1

CAM  LASH WARM 1.025 E..020 F.0.18436572

OIL 7 QTS RP BREAK IN

D7

EngSpd STPPwr STPTrq AFR FulSum AirSum BSAC BSFC VolEff
RPM CHp Clb-ft Ratio Ibs/hr SCFM ib/hph Ib/hph %
5,400 868.3 844.5 0.0 276 0 0.00 0.035 0.0
5,500 874.6 835.2 0.0 238 0 0.00 0.030 0.0
5,600 888.0 832.8 0.0 328 0 0.00 0.040 0.0
5,700 902.5 831.5 0.0 41.0 0 0.00 0.050 0.0
5,800 919.7 832.8 0.0 46.3 0 0.00 0.055 0.0
5,900 936.7 833.9 0.0 54.7 0 0.00 0.064 0.0
6,000 953.8 834.9 0.0 65.4 0 0.00 0.075 0.0
6,100 972.0 836.9 0.0 73.7 0 0.00 0.083 0.0
6,200 989.1 837.9 0.0 841 0 0.00 0.093 0.0
6,300 1,004.9 837.8 0.0 99.2 0 0.00 0.108 0.0
6,400 1,020.1 837.1 0.0 119.5 0 0.00 0.129 0.0
6,500 1,032.3 834.1 0.0 141.5 0 0.00 0.151 0.0
6,600 1,042.1 829.3 0.0 151.7 0 0.00 0.160 0.0
6,700 1,049.8 823.0 0.0 157.0 0 0.00 0.164 0.0
6,800 1,055.7 815.4 0.0 152.2 0 0.00 0.159 0.0
6,900 1,057.5 804.9 0.0 147.2 0 0.00 0.153 0.0
7,000 1,056.0 792.3 0.0 124.4 0 0.00 0.130 0.0
7,100 1,055.7 780.9 0.0 103.3 0 0.00 0.108 0.0
7,200 1,057.6 771.5 0.0 1021 0 0.00 0.107 0.0
7,300 1,055.4 759.3 0.0 1141 0 0.00 0.120 0.0
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