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Rod Bushings
Mopar Small-Block Rod Bushings

Inner
Diameter

Outer
Diameter Length

Recommended
Bore Size Application Part #

0.890 • 0.975 • 1.055 0.972 - 0.973 340 Mopar bushing (press fit rod) 02-5025

0.984 • 1.030 • 0.930 1.027 - 1.028 340 Mopar bushing (press fit rod) 02-5031

0.984 • 1.040 • 0.930 1.037 - 1.038 340 Mopar bushing (OE bushed rod) 02-5032

0.984 • 1.030 • 1.200 1.027 - 1.028 340 Mopar bushing (press fit rod) 02-5033

0.927 • 1.010 • 1.110 1.007 - 1.008 Mopar to SB Chevy bushing-AMC KB Pistons bushing 02-5038

Mopar Big-Block Rod Bushings

Inner
Diameter

Outer
Diameter Length

Recommended
Bore Size Application Part #

0.926 • 1.097 • 1.100 1.094 - 1.095 Hemi to Chevy SB bushing (.927 pin) 02-5026

1.029 • 1.088 • 1.250 1.085 - 1.086 426 Hemi bushing (1.031 pin) 02-5027

1.029 • 1.096 • 1.075 1.093 - 1.094 440 Mopar bushing 02-5028

0.988 • 1.097 • 1.100 1.094 - 1.095 440 Mopar bushing to .990 pin 02-5030

0.988 • 1.045 • 1.250 1.042 - 1.043 Mopar to BB Chevy bushing 02-5039

Universal Rod Bushings

Inner
Diameter

Outer
Diameter Length

Recommended
Bore Size Application Part #

0.825 • 0.935 • 1.720 0.932 - 0.933 Universal bushing 02-4980

0.865 • 0.972 • 1.050 0.969 - 0.970 Universal bushing 02-4985

0.875 • 0.990 • 1.000 0.987 - 0.988 Universal bushing 02-4998

0.890 • 1.125 • 1.250 1.122 - 1.123 Universal bushing 02-5008

0.890 • 1.200 • 1.250 1.197 - 1.198 Universal bushing 02-5009

0.864 • 0.975 • 1.060 0.972 - 0.973 Universal bushing (.866/.875 pin) 02-5035

0.926 • 1.040 • 1.200 0.923 - 0.924 Universal bushing (.927 pin) 02-5041

0.988 • 1.052 • 1.120 1.049 - 1.050 Universal bushing (.990 pin) 02-5042

0.920 • 1.019 • 0.995 1.016 - 1.017 Universal bushing 02-5043

0.926 • 1.000 • 1.060 0.997 - 0.998 Universal bushing 02-5044

0.925 • 0.972 • 0.970 0.969 - 0.970 Universal bushing 02-5080

0.988 • 1.048 • 0.107 1.045 - 1.046 Universal bushing 02-5090

All Diamond Rod Bushings are made from DRP 6000 aluminum/bronze material with high load-carrying and lubricity characteristics.
NOTE: Recommended press for rod bushings is .002/.004.
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